
Contact us:

SHENZHEN EEGUARD TECHNOLOGY CO.LTD

T: +86 755-2332 0912

F: +86 755-2332 2301

E: info@eeguard.com



About Us

Shenzhen Eeguard Technology Co., Ltd established in 2012. 

As a professional OEM/ODM manufacturer of video door phone, home automation 

system and video surveillance products. 

Eeguard has a team of more than 50 design engineers with up to more than ten years 

of experience. Eeguard has always focused on research, development and innovation 

for new products, and keep upgrading our products by unique firmware and attractive 

appearances to meet kinds of requests from our customers. 

Eeguard has obtained the approval of CE(EMC, LVD), FCC, REACH, ROHS... 

All products are manufactured by strict quality control system.

Currently, Eeguard is already exported to Germany, France, Australia, Italy and 20 other 

countries and regions.

 

Eeguard regards “reasonable prices, efficient production time and good after-sales 

service” as our tenet. 

We welcome OEM/ODM customers all over the world.

Enterprise Honor

We are always your professional and reliable partner in China. 
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System layout

RouterONVIF IP Camera

Master Extension 1 Extension 2 Extension 8 Extension 9Door

Router

Master Extension 1 Extension 2 Extension 8 Extension 9Door

The maximum number of connected door panel + IP camera is 8.

Door

2021

IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

Specifications

Support pixels
Main stream support Max 5MP 25FPS camera
Sub stream support Max 1MP 30FPS camera

Operation system

Display resolution

Operation method

Audio intercom mode

Monitor connection

Outdoor station connection + CCTV camera connection

Wire network

WiFi

Mobile APP

External memory

Video compression standard

Network protocol

Internal memory

Build in DVR

Motion detection

Human Detection

Video recording

4 split screen recording

Customized ringtone

Customized background

Power supply

Power consumption

Working temperature

Working humidity

Product size

Embedded linux operation system

1024x600

7" touch screen

Full duplex

10

8

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Micro SD card, up to 128GB

H.265 (default), H.264

TCP/IP, RTSP, SIP

Support

Support

Support

Support

Support

Support

ACC

Support

POE IEEE 802.3af / DC15V, 0.8A / AC100-240V 50/60Hz

8W(Max), 3W(Standby)

-10°C to +50°C

10%-90%

188x136x22mm

POE

TuyaSmart
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

System layout

RouterONVIF IP Camera

Master Extension 1 Extension 2 Extension 8 Extension 9Door

Router

Master Extension 1 Extension 2 Extension 8 Extension 9Door

The maximum number of connected door panel + IP camera is 8.

Door

Specifications

Support pixels
Main stream support Max 5MP 25FPS camera
Sub stream support Max 1MP 30FPS camera

Operation system

Display resolution

Operation method

Audio intercom mode

Monitor connection

Outdoor station connection + CCTV camera connection

Wire network

WiFi

Mobile APP

External memory

Video compression standard

Network protocol

Internal memory

Build in DVR

Motion detection

Human Detection

Video recording

4 split screen recording

Customized ringtone

Customized background

Power supply

Power consumption

Working temperature

Working humidity

Product size

Embedded linux operation system

1024x600

10.1" touch screen

Full duplex

10

8

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Micro SD card, up to 128GB

H.265 (default), H.264

TCP/IP, RTSP, SIP

Support

Support

Support

Support

Support

Support

ACC

Support

POE IEEE 802.3af / DC15V, 0.8A / AC100-240V 50/60Hz

8W(Max), 3W(Standby)

-10°C to +50°C

10%-90%

255x180x21mm

POE

TuyaSmart
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

System layout

RouterONVIF IP Camera

Master Extension 1 Extension 2 Extension 8 Extension 9Door

Router

Master Extension 1 Extension 2 Extension 8 Extension 9Door

The maximum number of connected door panel + IP camera is 8.

Door

Specifications

Support pixels
Main stream support Max 5MP 25FPS camera
Sub stream support Max 1MP 30FPS camera

TuyaSmart

Operation system

Display resolution

Operation method

Audio intercom mode

Monitor connection

Outdoor station connection + CCTV camera connection

Wire network

WiFi

Mobile APP

External memory

Video compression standard

Network protocol

Internal memory

Build in DVR

Motion detection

Human Detection

Video recording

4 split screen recording

Customized ringtone

Customized background

Power supply

Power consumption

Working temperature

Working humidity

Product size

Embedded linux operation system

1024x600

7" touch screen

Full duplex

10

8

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Micro SD card, up to 128GB

H.265 (default), H.264

TCP/IP, RTSP, SIP

Support

Support

Support

Support

Support

Support

ACC

Support

POE IEEE 802.3af / DC15V, 0.8A / AC100-240V 50/60Hz

8W(Max), 3W(Standby)

-10°C to +50°C

10%-90%

215x126x20mm
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

ED002B

1

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

IK09; IP66

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

Zinc alloy

131x46x20mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Housing material

Product size

Specifications

ED003B

I P 6 6 POE I P 6 6 POE

1

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

IK09; IP66

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

Zinc alloy

131x46x20mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Housing material

Product size

Specifications
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

ED007B

Specifications

1

Embedded linux operation system

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

Support

Support

Support

IK07; IP65

POE IEEE 802.3af / DC15-48V

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

134x63x27mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

Specifications

I P 6 5 POE

1

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK08; IP66

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

131x46x20mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

ED002BID / ED002BIC

POEI P 6 6

RFID
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

Specifications

1

Embedded linux operation system

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

Support

Support

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK07; IP65

POE IEEE 802.3af / DC15-48V

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

134x63x27mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

Specifications

ED007BID / ED007BIC

POEI P 6 5

RFID

I P 6 6 POE

1/2/3/4

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

IK08; IP66

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

154x55x21mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

ED004-1B / ED004-2B / ED004-3B / ED004-4B
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

Specifications

1/2/3/4

Embedded linux operation system

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

Support

Support

Support

IK08; IP65

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

160x80x29mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

Specifications

I P 6 5 POE

ED008-1B / ED008-2B / ED008-3B / ED008-4B

I P 6 5 POE

1/2/3/4

Embedded linux operation system

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

Support

Support

Support

IK07; IP65

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

202x110x31mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

ED010-1B / ED010-2B / ED010-3B / ED010-4B
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

Specifications

1/2

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK08; IP66

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

154x55x21mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

Specifications

1/2

Embedded linux operation system

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

Support

Support

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK08; IP65

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

160x80x29mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

ED004-1BID / ED004-1BIC / ED004-2BID / ED004-2BIC / ED004-1BPID / ED004-1BPIC

POEI P 6 6

RFID

POEI P 6 5

ED008-1BID / ED008-1BIC / ED008-2BID / ED008-2BIC / ED008-1BPID / ED008-1BPIC

RFID
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

Specifications

POEI P 6 5

ED010-1BID / ED010-1BIC / ED010-2BID / ED010-2BIC / ED010-3BID / ED010-3BIC / 
ED010-4BID / ED010-4BIC

Specifications

1/2/3/4

Embedded linux operation system

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

Support

Support

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK07; IP65

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

202x110x31mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

RFID

20

Embedded linux operation system

64x128

1.3" screen

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK08; IP66

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

154x55x21mm

Apartments Max.

Operation system

Display resolution

Operation method

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

RFID

ED004-20BPID / ED004-20BPIC

POE 20
1.3"

I P 6 6
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

Specifications

20

Embedded linux operation system

64x128

1.3" screen

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

Support

Support

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK08; IP65

POE IEEE 802.3af / DC15V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

160x80x29mm

Apartments Max.

Operation system

Display resolution

Operation method

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

RFID

ED008-20BPID / ED008-20BPIC

POE 20
1.3"

I P 6 5

7"

POEI P 6 5

ED006BID / ED006BIC

Specifications

9999

Embedded linux operation system

1024x600

7" touch screen

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10M / 100M adaptive belt POE

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

Support

Support

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 10000

Card reading distance: ≤2cm

IK08; IP65

POE IEEE 802.3af / DC15V, 0.8A

≤5.5W (Standby), ≤9.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

268x128x26mm

Apartments Max.

Operation system

Display resolution

Operation method

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Network interface

Network protocol

Gate

Lock control

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

RFID
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

ED002BW

1

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Standard 32GB (Max 128GB optional)

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

IK09; IP66

DC15-24V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

Zinc alloy

131x46x20mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Wire network

WiFi

Mobile APP

Internal storage

Network protocol

Gate

Lock control

Ringbell

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Housing material

Product size

Specifications

ED003BW

Specifications

TuyaSmart I P 6 6 POE TuyaSmart I P 6 6 POE

1

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Standard 32GB (Max 128GB optional)

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

IK09; IP66

DC15-24V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

Zinc alloy

131x46x20mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Wire network

WiFi

Mobile APP

Internal storage

Network protocol

Gate

Lock control

Ringbell

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Housing material

Product size
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IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

ED007BW

1

Embedded linux operation system

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Standard 32GB (Max 128GB optional)

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

Support

Support

IK07; IP65

POE IEEE 802.3af / DC15-48V

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

134x63x27mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Wire network

WiFi

Mobile APP

Internal storage

Network protocol

Gate

Lock control

Ringbell

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

SpecificationsSpecifications

TuyaSmart I P 6 5 POE TuyaSmart I P 6 6 POE

ED002BIDW / ED002BICW

1

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Standard 32GB (Max 128GB optional)

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK08; IP66

DC15-24V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

131x46x20mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Wire network

WiFi

Mobile APP

Internal storage

Network protocol

Gate

Lock control

Ringbell

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

RFID



4443

IP/WiFi Video Intercom SystemIP/WiFi Video Intercom System

1

Embedded linux operation system

H:120°, V:71°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Standard 32GB (Max 128GB optional)

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK08; IP66

DC15-24V, 0.8A

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

154x55x21mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Wire network

WiFi

Mobile APP

Internal storage

Network protocol

Gate

Lock control

Ringbell

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

SpecificationsSpecifications

ED007BIDW / ED007BICW

1

Embedded linux operation system

H:125°, V:72°

H.265 (default), H.264

3D noise reduction

IR supplement

Main stream: 1920x1080p, 720p, Sub stream: 640x360

Full duplex

10 / 100 Mbps adaptive Ethernet

2.4G&5.8G 802.11 a/b/g/n

Tuya Smart (iOS, Android)

Standard 32GB (Max 128GB optional)

TCP/IP, RTSP

NO (MAX AC/DC30V 4A)

NO/NC (MAX AC/DC30V 4A)

NO (MAX AC/DC30V 4A)

Support

Support

Support

125KHZ / Em marine / Supports ISO/IEC 18000-2 type A (Optional 1) 

13.56MHZ / Mifare / Supports ISO/IEC 14443 type A 106kb/s (Optional 2) 

Number of cards supported: 100

Card reading distance: ≤2cm

IK07; IP65

POE IEEE 802.3af / DC15-48V

≤3W (Standby), ≤4.5W (Working)

-40°C to +60°C (-22°F to +140°F)

10%RH– 90%RH (non-condensing)

134x63x27mm

Apartments Max.

Operation system

Angle of view

Video compression standard

Noise reduction

Supplement  light

Video frame rate

Audio intercom mode

Wire network

WiFi

Mobile APP

Internal storage

Network protocol

Gate

Lock control

Ringbell

Exit button

Door contact input

Tamper alarm

Protection grade

Power supply

Power consumption

Working temperature

Working humidity

Product size

RFID

POETuyaSmart I P 6 5

ED004BPIDW / ED004BPICW

POETuyaSmart I P 6 6

RFID



IP/WiFi Video Intercom System

MODEL DESCRIPTION SPEC PICTURE

ED002BID

ED002BIC

ED004-1BID

ED004-1BIC

Material List

IP/WiFi Video Intercom System

MODEL DESCRIPTION SPEC PICTURE

ER012BTW 7" Monitor

Memory model

Touch screen

POE / AC100-240V 50/60Hz / DC15V/0.8A

Dimension: 188x136x22mm

ER010BTW 10.1" Monitor

ER009BTW 7" Monitor

Material List

Memory model

Touch screen

POE / AC100-240V 50/60Hz / DC15V/0.8A

Dimension: 255x180x21mm

Memory model

Touch screen

POE / AC100-240V 50/60Hz / DC15V/0.8A

Dimension: 215x126x20mm

ED002B Outdoor Panel

ED003B Outdoor Panel

1 Family

Metal body / Vandal-proof

Wide view angle 120°

Dimension: 131x46x20mm

1 Family

Metal body / Vandal-proof

Wide view angle 120°

Dimension: 131x46x20mm

1 Family

Metal body / Vandal-proof

Wide view angle 120°

Support ID/IC Cards Unlock

Dimension: 154x55x21mm

Outdoor Panel

Outdoor Panel

Always suitable for your personal needs.

4645

ED004-3B

3 Families

Metal body / Vandal-proof

Wide view angle 120°

Dimension: 154x55x21mm

Outdoor Panel

Outdoor Panel

ED004-2BID

ED004-2BIC

2 Families

Metal body / Vandal-proof

Wide view angle 120°

Support ID/IC Cards Unlock

Dimension: 154x55x21mm

Outdoor PanelED007B Outdoor Panel

1 Family

Wide view angle 125°

Dimension: 134x63x27mm

ED004-4B

4 Families

Metal body / Vandal-proof

Wide view angle 120°

Dimension: 154x55x21mm

Outdoor Panel

ED004-1BPID

ED004-1BPIC

1 Family

Metal body / Vandal-proof

Wide view angle 120°

Support ID/IC Cards & Password Unlock

Dimension: 154x55x21mm

Outdoor Panel

ED004-20BPID

ED004-20BPIC

20 Families

Metal body / Vandal-proof

1.3" screen / Wide view angle 120°

Support ID/IC Cards & Password Unlock

Dimension: 154x55x21mm

Outdoor Panel

1 Family

Metal body / Vandal-proof

Wide view angle 120°

Support ID/IC Cards Unlock

Dimension: 131x46x20mm

ED007BID

ED007BIC

1 Family

Wide view angle 125°

Support ID/IC Cards Unlock

Dimension: 134x63x27mm

ED004-1B

1 Family

Metal body / Vandal-proof

Wide view angle 120°

Dimension: 154x55x21mm

Outdoor Panel

ED004-2B

2 Families

Metal body / Vandal-proof

Wide view angle 120°

Dimension: 154x55x21mm

Outdoor Panel



4847

IP/WiFi Video Intercom System

MODEL DESCRIPTION SPEC PICTURE

Material List

IP/WiFi Video Intercom System

MODEL DESCRIPTION SPEC PICTURE

Material List

Always suitable for your personal needs.

ED008-1B

1 Family

Metal body / Vandal-proof

Wide view angle 125°

Dimension: 160x80x29mm

Outdoor Panel

ED008-4B

4 Families

Metal body / Vandal-proof

Wide view angle 125°

Dimension: 160x80x29mm

Outdoor Panel

ED008-3B

3 Families

Metal body / Vandal-proof

Wide view angle 125°

Dimension: 160x80x29mm

Outdoor Panel

ED008-2B

2 Families

Metal body / Vandal-proof

Wide view angle 125°

Dimension: 160x80x29mm

Outdoor Panel

ED008-1BID

ED008-1BIC
Outdoor Panel

1 Family

Metal body / Vandal-proof

Wide view angle 125°

Support ID/IC Cards Unlock

Dimension: 160x80x29mm

ED008-2BID

ED008-2BIC
Outdoor Panel

ED008-1BPID

ED008-1BPIC
Outdoor Panel

2 Families

Metal body / Vandal-proof

Wide view angle 125°

Support ID/IC Cards Unlock

Dimension: 160x80x29mm

1 Family

Metal body / Vandal-proof

Wide view angle 125°

Support ID/IC Cards & Password Unlock

Dimension: 160x80x29mm

ED008-20BPID

ED008-20BPIC
Outdoor Panel

20 Families

Metal body / Vandal-proof

1.3" screen / Wide view angle 125°

Support ID/IC Cards & Password Unlock

Dimension: 160x80x29mm

ED010-1B

ED010-4B

ED010-3B

ED010-2B

ED010-1BID

ED010-1BIC

1 Family

Stainless steel

Wide view angle 125°

Dimension: 202x110x31mm

Outdoor Panel

4 Families

Stainless steel

Wide view angle 125°

Dimension: 202x110x31mm

Outdoor Panel

3 Families

Stainless steel

Wide view angle 125°

Dimension: 202x110x31mm

Outdoor Panel

2 Families

Stainless steel

Wide view angle 125°

Dimension: 202x110x31mm

Outdoor Panel

Outdoor Panel

1 Family

Stainless steel

Wide view angle 125°

Support ID/IC Cards Unlock

Dimension: 202x110x31mm

ED010-2BID

ED010-2BIC
Outdoor Panel

ED010-3BID

ED010-3BIC
Outdoor Panel

2 Families

Stainless steel

Wide view angle 125°

Support ID/IC Cards Unlock

Dimension: 202x110x31mm

3 Families

Stainless steel

Wide view angle 125°

Support ID/IC Cards Unlock

Dimension: 202x110x31mm

ED010-4BID

ED010-4BIC
Outdoor Panel

4 Families

Stainless steel

Wide view angle 125°

Support ID/IC Cards Unlock

Dimension: 202x110x31mm



5049

IP/WiFi Video Intercom System

MODEL DESCRIPTION SPEC PICTURE

Material List

IP/WiFi Video Intercom System

MODEL DESCRIPTION SPEC PICTURE

Material List

ED002BW

ED003BW

Wide view angle 120°

Support: iOS & Android

Powerful smart mobile APP talk & unlock

Build in 32GB memory (Max 128GB optional)

Dimension: 131x46x20mm

Outdoor Panel

Outdoor Panel

Wide view angle 120°

Support: iOS & Android

Powerful smart mobile APP talk & unlock

Dimension: 131x46x20mm

Build in 32GB memory (Max 128GB optional)

ED007BW Outdoor Panel

Wide view angle 125°

Support: iOS & Android

Powerful smart mobile APP talk & unlock

Dimension: 134x63x27mm

Build in 32GB memory (Max 128GB optional)

Wide view angle 120°

Powerful smart mobile APP talk & unlock

Support ID/IC Cards Unlock

Dimension: 131x46x20mm

Build in 32GB memory (Max 128GB optional)

Outdoor Panel

ED004BPIDW

ED004BPICW
Outdoor Panel

Wide view angle 120°

Powerful smart mobile APP talk & unlock

Support ID/IC Cards & Password Unlock

Dimension: 154x55x21mm

Build in 32GB memory (Max 128GB optional)

ED002BIDW

ED002BICW

Outdoor Panel
ED007BIDW

ED007BICW

Wide view angle 125°

Powerful smart mobile APP talk & unlock

Support ID/IC Cards Unlock

Dimension: 134x63x27mm

Build in 32GB memory (Max 128GB optional)

ED006BID

ED006BIC

Apartments

Outdoor Panel

7" Touch screen
Metal body / Vandal-proof

Wide view angle 125°
Support up to 9999 families
Support ID/IC Cards Unlock
Dimension: 268x128x26mm

POE Power Supply POE Power Supply

POE switch mode power supply

Input: 100-240V~50/60Hz, 0.6A Max

Output: 24V, 500mA

Dimension: 92x47x30mm

N.W.: 100G

ED004 Corner Corner Bracket
Dimension: 155x55x30mm

N.W.: 70G (Alluminum) / 200G (Zinc)

ED002/3 Corner Corner Bracket
Dimension: 133x48x27mm

N.W.: 50G (Alluminum) / 135G (Zinc)

Adatper Power Supply

Power suppy

Input: 100-240V~50/60Hz, 0.5A

Output: 15V, 800mA

Always suitable for your personal needs.
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